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Fiberglass rod Ø 6 mm including vertical steel cage
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DESCRIPTION / PROFI SET

DESCRIPTION / STANDARD SET

RUNPOTEC GmbH | Irlachstraße 31 | 5303 Thalgau/Austria | phone: +43-6235-20335 | fax: +43-6235-20335-35 | office@runpotec.com | www.runpotec.com

SPECIFICATION (RRP/excl. of VAT)

LENGTH 40 m 50 m 60 m 80 m

WEIGHT (PROFI-SET) 7,820 kg 8,020 kg 8,220 kg 8,620 kg

WEIGHT (STANDARD-SET) 6,909 kg 7,109 kg 7,309 kg 7,709 kg

ITEM NO. (PROFI-SET) 10059 10061 10063 10065

ITEM NO. (STANDARD-SET) 10060 10062 10064 10066

PRICE E (PROFI-SET) E 283,50 E 307,65 E 336,00 E 394,80

PRICE E (STANDARD-SET) E 233,10 E 257,25 E 285,60 E 344,40

ROD MATERIAL

Included accessories:

ting spinner with shackle, 1 x roller aluminum/stainless steel, 1 x special glue (3 g), 1 x coupling joint (stainless steel), 

without accessories

accessories
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BEGINNING

Recommended tube diameter, bending radius and tension loads of fiberglass rod Ø 6 mm

Ø

6 mm 40–100 mm 168 mm 2200 Kg
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