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L1 = PCB/cover length

L,=L,—-158mm (L2 = Carrier base length)

L3=L1+2mm
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DIN-rail mount PCB carrier, size 2

Popis polozky

DIN-rail mount PCB carrier, size 2 — carrier base, size 2; 1 mlong

Upozornéni:

In order to determine the length of a complete mounting carrier:
Length of PCB: L1

Length of track section: L2 = L1 — 15,8 mm/0.622 in

Length of mounting carrier: L3 = L1 + 1.7 mm/0.067 in

Length of covering section: L4 = L1

with lateral cover, size 2, 8.75 mm/0.344 in thick

Distance between PCB and upper groove of track section is 5 mm/0.197 in

PCB tolerances: thickness 1.5 mm + 0.2 mm, length/width + 0.2 mm:; -0.1/+0.3 for milling contours

Data
Geometrické udaje

Sitka

1000 mm/39.37 inch

WAGOo

Hloubka

100 mm/ 3.937 inch

Mechanické parametry

ZpUsob montaze

Lista DIN 35
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Udaje o materialu

barva

Hmotnost

Obchodni tdaje

Product Group
Druh baleni
Country of origin
GTIN

Customs Tariff No.

Kompatibilni produkty

Marking accessories

Obj. €.:709-177

Popisovaci paska; Na civce; Sitka 7,5 mm; Neflexibilni; Bez potisku; MoZnost naklapnutf; Priisvitna

Obj. &.:709-178

Popisovaci paska; Na civce; Sitka 7,5 mm; Neflexibilni; Bez potisku; Moznost naklapnut; Bila

Obj. €.: 709-196
Popisovaci paska; Pro laserové tiskarny; Prisvitna

General accessories

@ @;;) Obj. &.:210-533

Sroub s kiizovou hlavou 2,9 x 13

; Obj. ¢.: 288-621
E Bocnice; Velikost 2; Malé; Tloustka 8,75 mm; Seda

Obj. &.: 288-622
e Patka pro listu DIN 35; Seda

L, Obj. ¢.: 288-626
_ Boénice; Velikost 2; Velké; Tloustka 8,75 mm; Seda
A Obj. ¢.: 288-627
B < Kryci profil; Velikost 2; Délka 1 m; Transparentni
Ke stazeni

Documentation

Additional Information

Disposal; Electrical and electronic equipment, Packaging

Seda
282.2

6 (Interface Electronics)
BOX

DE

4017332639477
39169010900

V1.0.0

www.wago.com/709-177

www.wago.com/709-178

www.wago.com/709-196

www.wago.com/210-533

www.wago.com/288-621

www.wago.com/288-622

www.wago.com/288-626

www.wago.com/288-627

pdf Stahnout
265,8 kB

31.10.2019 Strana 3/4


http://www.wago.com/288-620
http://www.wago.com/709-177
http://www.wago.com/709-178
http://www.wago.com/709-196
http://www.wago.com/210-533
http://www.wago.com/288-621
http://www.wago.com/288-622
http://www.wago.com/288-626
http://www.wago.com/288-627
https://www.wago.com/cz/d/15917

Datovy list | Objednaci €islo: 288-620
www.wago.com/288-620

CAD/CAE-Data

CAD data
2D/3D Models 288-620 URL Stahnout
CAE data
WSCAD Universe 288-620 Stéhnout

Handling Instructions

Zmény vyhrazeny.
WAGO Elektro spol. sr. o. Méate otazky ohledné nasich produktd?
Rozvodova 1116/36 Kdykoli ndm zavolejte na Cislo +420 261 090 143.

143 00 Praha 12 - Modrany
Tel.: +420 261 090 143
Email: info.cz@wago.com, wago-cz@wago.com
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