
min.
2

25 mm

!
2

16 mm Cu > 15,5 mm

15 mm

max.
L, N, 
PEN

L, N, 
PEN

Cross-section

15 mm

HI80

2
25 mm

2
35 mm

IEC EN 61643-11
IEC EN 62305

HI* 
HI*/15

* I  = 16, 32, 50, 63, 80 AL

HI16, HI16/15, HI32 HI32/15, HI63, HI80 HI50/15

POWER SUPPLY UP TO 1000 V
DECOUPLING INDUCTORS

min.

2
16 mm

2
6 mm

!
2

16 mm Cu > 15,5 mm

10 mm

max.
L, N, 
PEN

L, N, 
PEN

Cross-section

10 mm

HI16, HI16/15, HI32

2
25 mm

min.
2

6 mm

!
2

16 mm Cu > 15,5 mm

15 mm

max.
L, N, 
PEN

L, N, 
PEN

Cross-section

15 mm

HI32/15

2
25 mm

2
35 mm

min.
2

16 mm

!
2

16 mm Cu > 15,5 mm

15 mm

max.
L, N, 
PEN

L, N, 
PEN

Cross-section

15 mm

HI50/15, HI63

2
25 mm

2
35 mm

Technical data

J  - 40 °C ÷ + 70 °C    

IP20

Mounting on DIN rail 35 mm
    16, 32, 50, 63, 80 A

HI-16, 32, 63  L = 6 µH →

HI-80  L = 4 µH →

HI-16/15, 32/15, 50/15  L = 15 µH →

G
-li

neRU Меры безопасности

PRC 安全須知

SK Bezpečnostné pokyny

GB Safety instructions
DE Sicherheitshinweise

ES Instrucciones de seguridad
VN� Chỉ dẫn an toàn

PL Instrukcja bezpieczeństwa

CZ Bezpečnostní pokyny

FR Consignes de sécurité

click

Double-sided 
installation

PH2

3 Nm

DIN 35 mm

PH2

3 Nm

DIN 35 mm

PH2

3 Nm

DIN 35 mm

HI16, HI16/15, HI32 HI32/15, HI63, HI80 HI50/15

3 Nm

PH2

DIN 35 mm

DIN 35 mm

DIN 35 mm

(all of them)

EXAMPLES OF CONNECTION COMBINATIONS
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