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EC-Declaration of Conformity 
Annex 
Document number: 2011/09 LMS 

The conformity of the designated product(s) with the provisions of the European Directive 
2006/95/EC is given by the compliance with the following European Standard(s). If not 

elsewhere/otherwise indicated the edition/amendment as referenced below applies. 

 EN 61347-1: 2008 Lamp controlgear – Part 1: General and safety requirements 

 EN 61347-2-11:  
2001+A1:2008 

Lamp controlgear – Part 2-11: Particular requirements for miscellaneous 
electronic circuits used with luminaires 

The conformity of the designated product(s) with the provisions of the European Directive 
2004/108/EC is given by the compliance with the following European Standard(s). If not 

elsewhere/otherwise indicated the edition/amendment as referenced below applies. 

 EN 55015: 2006 
+A1:2007+ 
A2:2009 

Limits and methods of measurement of radio disturbance characteristics of electrical 
lighting and similar equipment 

 EN 61000-3-2: 
2006+A1:2009+ 
A2:2009 

Electromagnetic compatibility (EMC) — Part 3-2: Limits — Limits for harmonic current 
emissions (equipment input current ≤ 16 A per phase) 

 EN 61000-3-3: 
2008 

Electromagnetic compatibility (EMC) — Part 3-3: Limits — Limitation of voltage 
changes, voltage fluctuations and flicker in public low voltage supply systems, for 
equipment with rated current ≤ 16 A per phase and not subjected to conditional 
connection 

 EN 61547: 
2009 

Equipment for general lighting purposes — EMC immunity requirements 

The conformity of the designated product(s) with the provisions of the European Directive 
2006/125/EC is given by the compliance with the following European Standard(s). If not 

elsewhere/otherwise indicated the edition/amendment as referenced below applies. 

 EN 50294: 
1998 

Measurement method of total input power of ballast-lamp circuits 
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EC-Declaration of Conformity 
Attached list 

Document number: 2011/09 LMS 

 
 
DIM MULTI3 1...10V control unit  

DALI MULTI3 DALI control unit  

LS/PD MULTI3  Standard light & Motion sensor  
LS/PD MULTI3 A Standard light & Motion sensor  
LS/PD MULTI3 A-W Standard light & Motion sensor  
LS/PD MULTI3 B Movable light & Motion sensor  
LS/PD MULTI3 FL Flat light & Motion sensor  
LS/PD MULTI3 CI Light&Motion Sensor for ceiling 

installation 
 

LMS CI BOX Mounting kit with cable clamp  

Y-Con. Screw Y-Connector with screw terminals  

Y-Connector Y-Connector  
Sensor Kit Kit for on top ceiling mounting of 

EASY IR CI  / LS/PD MULTI3 CI 
 

 
 




